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REV. DESCRIPTION DATE

A RELEASED Jun. 09, 2020

MATERIALS

NUMBER OF POSITIONS

COINO RN N

1. HOUSING : LCP (UL 94v—0), BLACK.
2. TERMINAL : COPPER ALLOY (t=0.20mm),
GOLD PLATED ON CONTACT AREA,
TIN PLATED ON SOLDER TAILS.
3. SHELL : STAINLESS STEEL (t=0.30mm),
NICKEL PLATED OVERALL.
4. EMI SPRING : STAINLESS STEEL (t=0.20mm).

SPECIFICATION

CURRENT RATING : 0.5A MAX.

DIELECTRIC WITHSTANDING VOLTAGE :

500V AC R.M.S. FOR 1 MINUTE.

INSULATION RESISTANCE : 100MQ MIN. AT 500V DC.
CONTACT RESISTANCE : 30mQ MAX.

OPERATING TEMPERATURE : —25°C TO +85°C.
INSERTION FORCE : 4.5Kgf MAX.

WITHDRAWAL FORCE : 1.0Kgf ~ 4Kdf.
DURABILITY : 10,000 CYCLES.

SOLDERING HEAT RESISTANCE REFLOW SOLDERING
260°C/5sec.

PART NUMBER INFORMATION :
369FA19—XNO58D—H

HALOGEN FREE

FOLLOW NUMBER
HOUSING COLOR
——— CONTACT PLATING

SERIES CODE

SMT TYPE
FEMALE—

DESCRIPTION OF PLATING ON TERMINALS

NO.

EXPLAIN NO. EXPLAIN

0 GOLD FLASH

GOLD 15u”

1 GOLD 5u”

GOLD 30u”

ZAstron®

DIM.

ASTRON TECHNOLOGY CORP.
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NAME
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REV. DESCRIPTION DATE

A RELEASED Jun. 09, 2020

PIN SIGNAL ASSIGNMENT PIN SIGNAL ASSIGNMENT
1 TMDS DATA2+ 11 TMDS CLOCK SHIELD
2 TMDS DATA2 SHIELD 12 TMDS CLOCK

3 TMDS DATA2 13 CEC

4 TMDS DATA1T+ 14 uTILITY

5 TMDS DATA1 SHIELD 15 SCL

6 TMDS DATA1 16 SDA

7 TMDS DATAO+ 17 DDC/CEC GROUND
8 TMDS DATAO SHIELD 18 +5V POWER

9 TMDS DATAO 19 HOT PLUG DETECT 3D VIEW
10 TMDS CLOCK+

PIN 19 PIN 1

IMPEDANCE SPEC |100Q+10 @Tr=75ps(10%—90%)

0.3dB@0OGHz

INSERTION LOSS/ ?%iig%%%iz
LimT SPec: |~ z

. —3dB@6GHz
—6dB@12GHz

—35dB(0<f<1GHz)
—25dB(1GHz<f<4GHz)
ACR —15dB(4GHz<f<7GHz)
—10dB(7GHz<f<12GHz)
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PART NO.
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