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TOLERANCE : +0.05 (TOP VIEW)

CONNECTOR
EDGE

1. HOUSING : PA9T (UL 94V-0), BLACK.
2. TERMINAL : COPPER ALLOY,
GOLD PLATED ON CONTACT AREA,
GOLD FLASH PLATED ON SOLDER TAIL,
NICKEL 40u” UNDER PLATED.
3. SOLDER PAD : BRASS,
GOLD FLASH PLATED,
NICKEL 40u” UNDER PLATED.

SPECIFICATION A\

CURRENT RATING : 0.5A MAX.

DIELECTRIC WITHSTANDING VOLTAGE :

500V AC R.M.S. FOR 1 MINUTE.

INSULATION RESISTANCE : 1000MQ MIN. AT 500V DC.
CONTACT RESISTANCE : 30mQ MAX.

OPERATING TEMPERATURE : —40°C TO +85°C.
DURABILITY : 5000 CYELES.

WATER PROOFNESS :

Noorw N2

THIS PRODUCT IS BASED ON IPX/7 OF THE JIS STANDARD.

INSERTION FORCE : 0.4Kgf ~ 2.0Kgf.

WITHDRAWAL FORCE : 0.4Kgf ~ 2.0Kgf.

0. USING PLUG : #3.5MM - 4—POLE STEREO
EARPHONE(LCH,/RCH/GND/MIC)

11. BODY WITH O—RING’'S SEAL AREA BURRS IS 0.05mm MAX.
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PART NUMBER INFORMATION :
509F205—-X1001D—-R
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SERIES CODEH —|:
SMT FOLLOW NUMBER
NUMBER OF POSITIONS PLATING SEE TABLE

DESCRIPTION OF PLATING ON TERMINALS

NO. EXPLAIN NO. EXPLAIN

0 GOLD FLASH 3 GOLD 15u”

6 GOLD 30u”
ZAstron®
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ASTRON TECHNOLOGY CORP.
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